UPPER UWCHLAN TOWNSHIP
140 POTTSTOWN PIKE
CHESTER SPRINGS, PA 19425

(610) 458400

APPLICATION FOR BUILDING PERMIT

DATE PERMIT NO.

STATEREGISTRATION #: (rérpd)

Application is hereby made to construct the following: +  Finished Basement

1. OWNER CONTRACTOR
Address Address
Phone Phone
Email

2. Location of Property iBismh
Address Lot No.

Zoning District

3. Estimated Cost of Construction $

4. Itis agreed that construction and use will be in accordance with applicable Township Ordinances. Itis
further agreed that construction will be performed according to plans submitted with this Application.

Applicantds Signature __ Date

1 Approved Fee $

1 Not Approved Reason

Signature Date




GENERAL BUILDING F

ROOM SIZES: Habitable roomns, excluding closets, hallways, laundries, storage
spaces and bathrooms, shall have an area not less than 70s.f. and shall not be less
than 7'-0" in any direction. Minimum required height is 7’0", 6'8" for bathrooms.

HALLWAYE: Hzllways shall nct be less than 36" in width.

BATHROOM VENTILATEON: Bathrooms shall be equippec with a mechanicei
ventiiation system vented directly to the outside. Mechanical ventilation is not
required when a window is provided with aggregate glazing not less than 3 s.f. with
a minimum opening of 1.5 s.f.

STAIR PROTECTION: Enclosed accessible space under stairs shall have walls and
ceilings protected with %2 drywall on the enclosed side.

SMOKE ALARMS: Smoke alarms (smoke detectors) shall be installed in the
basement and in each basement bedroom. New smoke alarms shall be
interconnected so that when one is activated, all will sound. Smoke alarms must be
hardwired with a battery backup.

BASEMENT WALL INSUELATION: Installation of a minimum R-11 batted insulation
(with the vapor barrier on the warm side of the wall) is recommended for the full
height and width of the basement wall.

WHERE REQUIRED: Emergency egress is required for all proposed finished
basements regardless of when the house was originally constructed. Emergency
egress is also required in all basement bedrooms. Basements with bedrooms are
only required o have emergency =gress in the bedrooms.

If your basement does rot currently have one of the egress options below, then you
must provide one. Cutting openings in existing basement walls is outside the scope
of these details. Therefore a plan submission is required for the new opening,

EMERGEN :
s Escape window opening directly to the outside (walk-out basement condition).

o Escape window opening into a window well or areaway.
« Door opening directly to the outside (walk-out basement condition).
= Door opening to a bulkhead enclosure (Bilco or similar type door).
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FIGURE 1: WINDOW EGRESS REQUIREMENTS

WINDOW WELL REQUIREMENTS: When grade conditions require the sill of the
egress windows to be outside grade elevation, then a window well must be
constiuctad. The required horizontal area of 2 window well is a minimum of 9 s.f.
which Is mzasured with the window in the open pssition (this is impeortant when the
window is a crenk-out type). See Figure 2.
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FIGURE 2: TYPICAL WINDOW WELL REQUIREMENTS

WINDOW WELL CONSTRUCTION: A plan submission is required for the
construction of a new window well. If you choose to use a prefabricated window
well, you must submit the manufacturer’s specifications with your permit application.



FIRE BLOCKING: Fire blocking shall be provided to cut off ali conceaaied drafi

onen|ug= and to form a protective fire barrier between stories. See Figuie 2-

5. Fire blocking shall be provided in the following locations.
< In concealed spaces of stud walls and partitions, including fuired spaces, at

the ceiling and floor ievel and at 10°-0” Entervals horizontally.

At all interconnections between concaaled vertical and horizontal spacas such

as occur at soffits, packed out walls, and dropped ceilings.

in concealed spaces between stair stringers at the top and bottom of the rurn.

FIRE BLOCKING MATERIAL:
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Fire blocking shail consist of one of the materials

listed below.
= B" gypsum hoard.
% lumber

Two thicknesses of ix lumber with staczered joints.

Ore thickness of 23/32" of plywood or OS5 with joints backed by the same
material.

One thickness of 3" particle board with joints backed with same material.
o %" cement-based mill board.
e

Batts or blankets of mineral wool or fiberglass.
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FIGURE 3: TYPICAL FIRE BLOCKING DETAIL WHEN
STUDWALL IS OFFSET FROM BASEMENT WALL

er—— existing floor joists

2x blocking placed at 2' o.c.
attached with 2 - 8d nails each side
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FIGURE 4: FIREBLOCKING AT DROP CEILING

basement wall




APPLIANCE ACCESS: Furnaces, hot water heateis end other applignces must be
accassible without removing permanent construction and meet the following criteria.
o 30"x30" clear floor space at front/ control side.
o Doors to furnace rooms shall be 24 minimum and be of sufficient size to
remove the fargest appliance.

COMBUSTION AIR: Furnace rooms with fuel burning appliances must be provided
with two permanent openings to adjacent spaces: one within 12" of the top and one
within 12" from the bottom of the adjoining wall. Each opening must have &
minimum free equal area to 1" squara per 1,000 Btu/h input rating of alt appliances
‘1 the furnace roor, Lut not less 100" scuare. The openinas are not required if &
louvered door is proviced or if the furnace room is greater then 50 cubic feet pei
1,000 Btu/h input rating of all appliances installed in the room.

IREMENTS:

SHOWERS: Showers and shower compartments must meet the following
requirements.
o Showers compartments must have a minimum total area of 900" square and
a minimum dimension of 30" in any direction.
s Hinged shower doors must open outward.
< All glass which encloses as shower must be safety glazed.
¢ Shower control valves must be scald resistant (in accordance with ASSE/
ANSI 1016) with a hot water limit of 120 degrees F.

FIXTURE CLEARANCES: Tailets, sinks, and showers shall have the minimum
clearances listed below.
e 21" in front of sinks and toilets.
24" in front of shower stalls opening.
4" between sink and a tollet.
4" between sink and a wall.
2" between sink and a bathtub.
15” clearance from a toilet's cenierline to an adjacent fixture or wall oi. cach
cide.
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DRAIN SIZE: Fixture drain size must meet the dimensions noted below. All drains
must be equipped with a strainer and stopper.

MINIMUM DRAIN SIZE

Fixture Diameter
Bathroom sink 1.25"
Bathtub 1.5"
Sinks (other than bathroom} 1.5”
Laundry tub 1.5"

Shower 2.0"






